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Abstract 
Background: The annual average daily traffic (AADT) data from road 
segments are critical for roadway projects, especially with the 
decision-making processes about operations, travel demand, safety-
performance evaluation, and maintenance. Regular updates help to 
determine traffic patterns for decision-making. Unfortunately, the 
luxury of having permanent recorders on all road segments, 
especially low-volume roads, is virtually impossible. Consequently, 
insufficient AADT information is acquired for planning and new 
developments. A growing number of statistical, mathematical, and 
machine-learning algorithms have helped estimate AADT data values 
accurately, to some extent, at both sampled and unsampled locations 
on low-volume roadways. In some cases, roads with no representative 
AADT data are resolved with information from roadways with similar 
traffic patterns. 
Methods: This study adopted an integrative approach with a 
combined systematic literature review (SLR) and meta-analysis (MA) to 
identify and to evaluate the performance, the sources of error, and 
possible advantages and disadvantages of the techniques utilized 
most for estimating AADT data. As a result, an SLR of various peer-
reviewed articles and reports was completed to answer four research 
questions. 
Results: The study showed that the most frequent techniques utilized 
to estimate AADT data on low-volume roadways were regression, 
artificial neural-network techniques, travel-demand models, the 
traditional factor approach, and spatial interpolation techniques. 
These AADT data-estimating methods’ performance was subjected to 
meta-analysis. Three studies were completed: R squared, root means 
square error, and mean absolute percentage error. The meta-analysis 
results indicated a mixed summary effect: 1. all studies were equal; 2. 
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all studies were not comparable. However, the integrated qualitative 
and quantitative approach indicated that spatial-interpolation 
(Kriging) methods outperformed the others. 
Conclusions: Spatial-interpolation methods may be selected over 
others to generate accurate AADT data by practitioners at all levels for 
decision making. Besides, the resulting cross-validation statistics give 
statistics like the other methods' performance measures.
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Introduction
In 1994, Zegeer et al., documented that the United States had  
about 3,082,001 miles of two-lane rural roads (Zegeer et al.,  
1994). Apronti et al. (2016) and Tsapakis et al. (2016) asserted 
that an estimated 69% of road miles in the United States of 
America are urban/local and low-volume roads. The manual on 
uniform traffic control devices (MUTCD) defined low-volume  
roads as lying outside the built-up areas of cities, towns, and 
communities. The annual average daily traffic (AADT) for 
low-volume roads was generally approximated as 400 vehicles  
per day (Apronti et al., 2016). The Pennsylvania Department of 
Transportation (PennDOT) defined low-volume roads as hav-
ing a maximum of 500 vehicles per day (PA Act 89 of 2013; 
PennDOT, 2014). The 2019 American Association of State  
Highway and Transportation Officials (AASHTO) guidelines for 
low-volume roads’ geometric designs further outlined the clas-
sifications for low-volume roads. Low-volume roads are for 
movement and commerce in areas that are classified as ‘local’  
for the regional transit areas (AASHTO, 2019).

Transportation engineers at the federal, state, and local levels  
are familiar with the importance of the AADT dataset (Sharma  
et al., 2001). From the AADT data, roadway utilization is 
inferred; the planning and prioritizing is done for the needed and  
appropriate roadway improvements; and there is a source of 
information for planning new road-construction projects. Addi-
tionally, AADT data are utilized to assist with the development 
and implementation of traffic-control mechanisms and devices  
(managing congestion and ensuring safety); to serve as the basis 
for designing the roadways’ pavements and geometry; to compare  
characteristics of road sections; to measure the development of  
land in the affected areas; a measure of air-quality compliance; 
to function as a means of validating travel modes; and to assist  
the process for decision making (Park, 2004; Shamo et al., 2015; 
Sun & Das, 2015; Zhao & Chung, 2001). Therefore, transporta-
tion agencies commit a significant portion of their resources  
(finances and personnel) to various traffic-data collection  
programs. It is practically impossible to collect complete and  
extensive traffic data due to the associated cost (Zhao & Chung, 
2001). However, an accurate determination or estimation of  
traffic volumes is important (Sun & Das, 2015; Sun & Das, 2019).

According to Albright (1991), traffic data collection and  
management have evolved since the 1930s. Summary statistics  
for traffic volumes served as an introductory AADT process  
for the transportation profession. In the 1930s, extensive  
manual-count activities characterized the AADT data collection. 
However, the mechanical measurement of traffic data was intro-
duced in the 1940s. In the 1950s and 1960s, theoretical directions  
for annual traffic-summary statistics and calculations were  
provided. Occasionally, some uncertainties were encountered 
with the procedures, and until the late 1980s, the process was not  
challenged (Albright, 1991). Because the process was the only 
basis, reports were produced on the status of the roadways’  
traffic. Fekpe et al. (2004) and Tsapakis et al. (2016) noted 
that there are no universal methods to calculate the adjustment  
factors for the collected traffic data. Therefore, most states  
rely on the traffic management guide (TMG) to achieve  

corrected data. The transportation department uses its discretion  
to select sampling and AADT estimation techniques. Estimates 
of roadways with similar characteristics are used when it is  
impossible to access some road segments to conduct a traffic 
count.

Because there are fewer vehicles per day for the average daily  
traffic (ADT), Sharma et al. (2001) state that it may not be fea-
sible to install automatic traffic recorders (ATR) for collecting  
continuous traffic data at set time intervals on low-volume  
roadways. These isolated locations with ATRs may not be  
reliable to determine AADTs. Furthermore, some ATRs may  
break down or become faulty, and they may need time to be 
fixed or replaced. As a result, vital data for the documentation 
and determination of AADT on the roadways may be lost. On  
low-volume roads, data-collection processes may be impeded 
by the high expense and time constraints (Apronti et al., 2016;  
Tsapakis et al., 2016). Due to scarce resources (human, capital,  
and equipment), it is uneconomical to collect consistent and  
systematic traffic data about low-volume roads. 

The methods used to collect AADT data for low-volume 
roads involve counting traffic with a hand tally and/or video  
recording for two consecutive hours between 3 pm and 6 pm, 
or via automated traffic counter for either a period of two or  
24 hours (PennDOT, 2014). Regardless of the vehicle’s type and 
direction at the selected road segment, the vehicle is counted  
(PennDOT, 2014). Data-collection activities are completed to  
avoid seasonal activities (fluctuations) or circumstances that may 
lead to an artificially low average daily traffic count. Seasonal  
times may include summer recess periods for schools and  
temporarily or partially restricted road-segment areas (PennDOT, 
2014).

Other methods for AADT data collection are non-traffic count-
based and travel-demand models. The non-traffic count-based 
and travel-demand models use data such as socioeconomics, 
the census, land uses, road networks, and temporal variables  
(Tsapakis et al., 2016). Furthermore, existing traffic count 
data may be validated or extrapolated to estimate AADT data.  
Although travel-demand models are used to estimate AADT for 
low-volume roads, the development and implementation cost  
compared to non-traditional models is high (Tsapakis et al., 
2016). In addition, travel-demand models are more challenging  
to implement than regression models (Tsapakis et al., 2016).  
Much time is needed to create a transportation-analysis zone, 
which, likewise, requires information about the theory behind  
the travel-demand model’s implementation and calibration for  
large rural areas (Tsapakis et al., 2016).

Wang and Tsai (2013) emphasized that not much has been done 
about cost-effective data-collection plans. Therefore, Wang 
and Tsai (2013) recognized the need for finding cost-effective  
techniques for AADT data estimation, reducing data-collection  
locations, and maintaining data accuracy with a constrained  
budget. Despite the high costs associated with traffic-data  
collection, over-dependence on some of these datasets may be  
misleading, thus resulting in imprecise AADT data estimates,  
which affects the ultimate goal of planning and development. 
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Therefore, Tsapakis and Schneider (2015) suggested an integrated  
data-collection and estimation approach to achieve the desired 
accuracy.

Researchers in academia and some transportation officials 
have committed to techniques that ensure that the AADT data  
obtained for low-volume roads are accurate. For example, regres-
sion models and existing counts may accurately estimate an  
uncounted segment. The process also utilizes socio-economic 
data, network connectivity, and other information that is needed 
to predict AADT (Tsapakis et al., 2016). For example, suppose 
an uncounted segment falls within a group of roads with simi-
lar characteristics. In that case, the AADT values for these roads 
are used for the uncounted segments (Tsapakis et al., 2016).  
Researchers utilized regression methods to estimate some road 
segments in Alabama, Florida, Indiana, Kentucky, Minnesota, 
and Wyoming (Apronti et al., 2016; Cheng, 1992; Deacon et al., 
1987; Lu et al., 2007; Mohamad et al., 1998; Raja et al., 2018;  
Shon, 1989; Xia et al., 1999). Others adopted logistic-regres-
sion methods (Apronti et al., 2016), artificial neural networks  
(Sharma et al., 2001), a traditional factor approach  
(Sharma et al., 2000), the smoothly clipped absolute devia-
tion (SCAD) penalty (Yang et al., 2011; Yang et al., 2014),  
geographically weighted regression (GWR) (Zhao & Park, 
2004), Support Vector Regression (SVR) (Castro-Neto et al., 
2009) geographical information system-based travel demand  
models (Zhong & Hanson, 2009), satellite imagery (Yang 
et al., 2014), and spatial interpolation (Shamo et al., 2015).  
Eom et al. (2006) considered spatial trends and spatial-correlation 
(geostatistical Kriging) methods for AADT estimates. A review 
conducted by Tsapakis et al. (2016) suggested substantial  
differences in the structure for these methods when  
estimating AADT on low-volume roads. The authors noted the  
differences with the techniques and error levels that resulted  
from data inaccuracies and input.

Staats (2016) also identified problems associated with several 
AADT estimating methods. For example, in the author’s  
assertion, none of the methods could be directly applied to  
estimate the AADT on local roads in Kentucky. As a result, the 
models were modified before use, or new models, which were 
suitable for the purpose, had to be built. Therefore, Staats (2016) 
concluded that the models were created with conditions and  
characteristics to fit the areas for which they were developed. 
In addition, all the identified and documented estimating tech-
niques asserted different levels of accuracy for AADTs that  
were determined or predicted at different locations (Park, 2004).

Further, some models (travel-demand models) were biased  
toward major roads and omitted most minor road networks  
(Tsapakis et al., 2016). Therefore, although Staats (2016) suggested 
that these methods are acceptable for estimating AADT, some  
cautions and restrictions were advised. Otherwise, the resulting  
output may be associated with errors ranging from low to very  
high levels.

Tsapakis et al. (2016) suggested that these errors result when  
some estimators utilize adjustment factors from high-functional  

roads in low-volume road areas. These road types are expres-
sively dissimilar in terms of characteristics and travel  
patterns when used for the estimating processes. In addition,  
low-volume roadways are homogenous compared to higher-
classified roadways. As a result, the AADT values for low- 
volume roads are skewed due to high-count outliers (Wang 
& Kockelman, 2009). However, it is worth noting that mod-
els that are suitable for groups of counted roads which have 
similar features may be adopted for groups of uncounted roads 
(Tsapakis et al., 2016). The disadvantage is the increased  
complexity, computing assumptions, and the needed knowledge  
about the statistical processes for non-traffic data (Tsapakis  
et al., 2016). Some issues that limit the estimates’ accuracy 
are the complications associated with segmenting roadways,  
the overwhelming experience required for data collection and 
the use of these estimating techniques, the process of inputting  
data from the several influencing factors for traditional meth-
ods, and the nonexistence of or inadequate AADT data (Tsapakis  
et al., 2016). However, Park (2004) contended that some meth-
ods could not explain the influence of the independent variables’  
spatial variability on the dependent variables. However, geosta-
tistics interpolate values at unmonitored geo-spaces of interest  
(Kethireddy et al., 2014). Eom et al. (2006) and Wang and  
Kockelman (2009) indicated that Kriging is a better option for  
spatial extrapolation and the prediction of AADT when based on 
the points’ nearest sampling site. Wang and Kockelman (2009)  
proposed using the Kriging techniques to make better predictions 
for decisions on pavement conditions, traffic speeds, population 
densities, land values, household incomes, and trip-generation 
rates.

The Federal Highway Administration (FHWA) (2015) strategic 
plan of anticipated improvements for traffic records (21st Century  
Act-MAP-21 and Fixing America’s Surface Transportation 
Act [FAST Act]) requires the departments of transportation  
(DOTs) to report AADT data from all levels or functional  
classes of roadways within a state to the United States Depart-
ment of Transportation. We intend to investigate and to select 
the best AADT estimating technique in order to support the  
agenda for this strategic plan. The best predictive method(s)  
is(are) intended to establish and to produce useful reports 
about low-volume roads while addressing the following issues:  
cost-effectiveness; time constraints; fewer staff requirements;  
reducing the difficulty with data input, least error(s); and  
unrestricted applicability. Also, the predictive model will  
combine local and global trends as well as spatial correlation 
and will be able to generate optimized data-collection locations 
from the model’s output. The combined systematic literature 
review (SLR) and meta-analysis (MA) approach was utilized to  
document a list of peer-reviewed articles about estimating AADT 
for low-volume roads. The articles were quantitatively and  
qualitatively analyzed. Each AADT estimating methods’  
performance was considered and meta-analyzed in order to  
generate forest plots for the best method.

Methods
A combined SLR and MA were utilized for this study.
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The SLR enabled the compilation of several published techniques  
that researchers used to estimate the annual average daily  
traffic (AADT) for low-volume roadways. Emphasis was placed 
on low-volume, local, and rural roads. In recent times, several 
researchers in different fields of study have utilized the com-
bined SLR and MA approach to make inferences and to make 
better decisions. For example, Adebowale and Agumba (2021) 
adopted the combined SLR and meta-data analysis approach to 
investigate challenges undermining labor productivity growth 
in construction. Their findings resulted in workers’ skills,  
inadequate training, rework, management style, and incentive 
to labor as the significant factors impacting construction labor  
productivity negatively. “To review trends of evolution, pinpoint 
strengths and gaps in the literature, and identify potential future 
directions for decision-making research in highway construc-
tion projects,” to do away with subjective decision-making  
processes, a systematic review was conducted by Radzi et al.  
(2021) using systematic reviews and meta-analysis technique. 
According to Radzi et al. (2021), their reach finding shows  
four areas: feasibility, conceptual, detailed scope, and detailed 
design as existing decision-making tools in improving targets in 
highway construction projects.

Furthermore, Pansare et al. (2021) used a systematic litera-
ture review and analysis of RMS-related research papers from  
1999 to 2020. In their research, Neale and Gurmu (2021) and  
Chellappa et al. (2021) adopted the systematic review of the  
literature approach. In addition, Neale and Gurmu (2021) inves-
tigated the impacts of production pressures in the building  
sector and proposed mitigation strategies accordingly. In con-
trast, in India, Chellappa et al. (2021) investigated construction 
workers’ health and safety using a science mapping approach.  
Finally, Edwards et al. (2021) performed “a systematic review of 
the extant literature on the application of driverless technologies  
in civil engineering.”

In this study, the systematic literature review attempted ‘‘to  
identify, appraise, and synthesize all the empirical evidence  
that meets pre-specified eligibility criteria to answer a given 
research question’’ (The Cochrane Library, 2013). The research 
was designed to complete the procedures proposed by Membah  
and Asa (2015), Hong et al. (2012), and Chan et al. (2020). The 
research articles were found using Boolean operators (AND, 
OR, and NOT), truncation (* and - symbols), and wildcards  
(a different word with similar meaning). Peer-reviewed journals, 
conference publications, technical reports, theses, and disserta-
tions helped to critically conceptualize the concepts discussed 
in this study. The content analysis of publications about estimat-
ing the articles’ methods was based on Tsai and Wen’s (2005)  
publication. The critical review of the selected publications 
was based on Yi and Chan (2014). Finally, the quality assess-
ment, data collection, and analysis were completed by adopting  
Kitchenham et al.’s (2009) processes.

The search procedure started with an all-inclusive search of the  
available, authoritative electronic databases. These databases 
included the American Society of Civil Engineering (ASCE);  
Transportation Research International Documentation (TRID,  

Transportation Research Board); Scopus; the Web of Science  
(WoS); and other sources through Yahoo, Google, and Google 
Scholar. A total of 370 articles associated with AADT were  
retrieved from these databases. The selected publications  
reviewed for this research were published between 1999 and 
2020. Other articles falling outside of the years (1999–2020) 
also presented relevant information to guide the write-up.  
This vital information in the publications outside the stated  
period was only used to help emphasize the objectives or to intro-
duce the research question. The articles were also selected by 
the source journal, the methods of AADT estimation used for  
low-volume roads in the publication, and the number of times 
a method has been used to explicitly answer the question of  
estimating AADT on low-volume and rural roads. The selected  
articles mainly concentrated on single or multiple AADT  
estimation techniques. The numerous AADT estimation tech-
niques allowed for comparing the performance methods for  
low-volume and rural roads or for local roads. The final charac-
terization of the publications was based on 19 articles (Table 1)  
directly related to the estimation of AADT and the evaluation 
methods for the low-volume and rural roads or the local roads.  
Figure 1 shows the flow of events for the systematic literature 
search. The collected articles were analyzed qualitatively and  
quantitatively to establish the number of techniques available  
for the low-volume rural or local roads’ AADT estimation.

Several questions based on the analysis of the level of  
performance of each method employed and the adequacy of infor-
mation in resolving the AADT estimates in the articles reviewed 
helped generate the understanding of the concepts and fac-
tors that affect the AADT estimation for low-volume roads. In 
addition, of interest and to better understand the processes, the  
following research areas were addressed with four compact  
questions:

     1.      What are the methods used for estimating AADT on low-
volume roads?

     2.       What methods have been used most to estimate AADT  
on low-volume roads?

     3.      What are the shortcomings with the estimation  
techniques for AADT on low-volume roads?

     4.     What are the advantages and disadvantages of the  
estimation methods used on low-volume roads?

Meta-analyzing results from the 19 articles helped in selecting 
the AADT estimating methods. Kossmeier et al. (2020) adopted 
a combined meta-analysis and systematic reviews for their  
research. Schriger et al. (2010), Neyeloff et al. (2012),  
Liu et al. (2016), Li et al. (2020), and Tamilmanil et al. (2020)  
completed their studies using meta-analyses to understand 
the performance of the methods they explored. According to  
Li et al. (2020), “systematic literature reviews and  
meta-analysis are increasingly being used to summarize avail-
able evidence, develop guidelines, aid in decision-making,  
and direct future research.” According to Neyeloff et al. 
(2012), a meta-analysis is essential to synthesize data from pri-
mary research. Simultaneously, the forest plot is a graphical 
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Figure 1. Flow chart of the systematic literature review process.

representation of the systematic and meta-analysis output  
(Li et al., 2020). The forest plot makes it easier to view variations 
with different study results. The graphical representation shows 
the effect estimates and the confidence intervals. After reviewing  
the papers, the estimation methods were grouped into three  
categories based on their performance measures. These perform-
ance measures were methods of R squared (R2), root means square 
error (RMSE), and mean absolute percentage error (MAPE).  
Because some performance measures differed and departed 
from these three, not all estimation methods could be placed 
in these three groups. Thus, the individual means to measure  
performance were not evaluated in the meta-analysis and the  
subsequent forest plots.

Each of the groups’ analysis was completed based on the  
stated hypothesis: the null hypothesis assumed that all studies 
were equal. In contrast, the alternative hypothesis assumed that all  

studies were not equal or not of the same effect. To examine the 
null hypothesis that all studies evaluated the same effect may 
not be possible. Therefore, it was necessary to combine and to  
consider the heterogeneity of these test results with qualita-
tive assessment studies in a systematic review. However, the  
summary effect was analyzed on fixed and random-effect models 
in order to test for the studies’ homogeneity and heterogeneity.  
The fixed effect assumed that the parameter population and the 
effect size are the same, wherein assessments were considered 
to have been conducted under similar settings. Therefore, the 
error in the sampling process was attributed to the differences in  
studies. However, the random-effect samples assumed that the  
sample population can differ (Neyeloff et al., 2012). The decision  
to use either a random effect or a fixed effect was dependent  
on the critical values associated with the number of degrees of  
freedom in the chi-square distribution when compared with the 
classical measure of heterogeneity (Cochran’s Q). According to 
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Gavaghan et al. (2000), when the number of studies was small,  
Q had a low power as a comprehensive heterogeneity test.  
In contrast, Higgins et al. (2003) asserted that Q has too much  
power to test heterogeneity if the number of studies is large. 
Besides, each of the studies’ mean effect in comparison was dif-
ferent and varied with the population. Because the literature 
search was a product of various studies, different evaluation 
paths and effects were analyzed with the search. In a study with  
nonsimilar means from a universe of population, Neyeloff et al. 
(2012) recommended using the random-effect model to enable 
meta-analysis for a dataset. It was assumed that the sampling 
error and the population effect contributed to the variability.  
According to Higgins and Thompson (2002), the percentage of 
variation across studies due to heterogeneity is described using 
the I² statistic. The inconsistency with the studies’ results is  
expressed with an intuitive I². I² = 100% × (Q-df)/Q. I²  
contrasting Q does not characteristically depend upon the  
number of studies considered. The forest plots depict the results  
as a universal path of measures.

Results
This subsection discusses the results of the systematic literature 
review and the meta-analysis. 300 papers were initially download 
from ASCE (51), TRID (38), SCOPUS (85), and WOS (126).  
70 others were obtained from Yahoo, Google, and Google  
Scholar. However, most of these publications were  
cross-referenced. The resulting articles are based on the meth-
ods used when gathering articles from the electronic databases, 
the research questions, and the measure of model perform-
ance. In this section, five steps are developed. The first step is  
aligned with research question 1. Step 1 is identified and  
outlined from the 19 articles reviewed the methods used in  
estimating AADT for low-volume roads. The second step is  
determined from the listed techniques and their frequency of  
being mentioned in the journals. Step three looks at the reasons 
for the shortcomings. The fourth step compiles the reviewed  
papers and other sources’ advantages and disadvantages for some 
estimating methods in order to ensure accurate conclusions.  
Finally, step five assesses the performance measure using  
meta-analysis and forest plots. 

Research question one
What are the methods used for estimating AADT on low-volume 
roads? 
This question is to help describe the techniques used when  
estimating AADT for low-volume roads. Table 2 provides an 
example of the summary techniques extracted from various  
publications. Table 2, therefore, depicts the methods that 
the 19 articles’ authors identified for AADT estimation on  
low-volume roads. The sources for the 19 documents are  
presented in Figure 2. Besides the sources, the number of  
documents per source is highlighted. Therefore, Figure 2 illustrates 
the sources and the number of publications.

The Journal of Transportation Research Records had the most  
with seven articles. Three publications were obtained from 
conference proceedings. Two publications were found in the  
Journal of Transportation Engineering and graduate theses 
and dissertations. The Journal of Geography, the Journal of  

Table 2. List of AADT estimation methods found 
in the publications reviewed.

AADT estimation methods for low-volume roads

Artificial neural networks

Traditional factor approach

Regression methods

Geographical information system-based

Smoothly clipped absolute deviation (SCAD) penalty

Satellite-based Imagery

Travel-demand modeling method

Synthetic minority oversampling technique (SMOTE)

Generalized linear mixed model (GLMM)

Kriging (Geostatistics)

Inverse distance weighting

Natural neighbor (NN) and trend techniques

Random Forest

Traffic and Transportation Engineering, and the International 
Journal of Statistics and Probability each had one article. Figure 3  
displays the number of publications and the years. The most 
publications about low-volume roads’ AADT, per the inclusion  
criteria, in a year, were in 2019 (three articles). The years 2001, 
2016, and 2018 each had two publications. There were no  
publications relating to the subject in 2002, 2003, 2004, 2005,  
2007, 2010, 2012, and 2015. Besides these dates and the ones  
mentioned earlier, each year was only associated with a single  
publication. Although researchers are making efforts, there  
seems to be much room for more work due to the lack of  
significant publications.

Research question two
What methods have been used most to estimate AADT on low-
volume roads? 
This subsection discusses the number of times that a method  
has been utilized. The methods were tallied using the 19 papers 
that met the inclusion criteria. Figure 4 displays the number  
of times, or the frequency, that a technique was counted. Although 
19 articles were used in the study, the number of estimating  
methods was 30. Some authors utilized more than one method 
to enable comparison. The process showed the shortfalls for the 
techniques’ performance. From the compiled methodology, the 
regression methods were utilized the most, a total number of  
13 times, thus representing 43.33% of the methods tallied.  
The artificial neural network (ANN) model was explored three 
times (10%); smoothly clipped absolute deviation (SCAD),  
Geographical Information System (GIS), and the travel-demand 
model were each used twice (7% each).
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Figure 2. Sources versus the number of publications.

Figure 3. The number of publications versus the year of publication.

Figure 4. Consolidated methods and the number of times they were counted.
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The rest of the techniques were employed once. Figure 5  
represents the breakdown of the regression method into various  
types. Support-vector (23%), linear (23%), and multiple (23%) 
regressions were utilized three times. In contrast, spatial,  
non-linear, Bayesian, and logistic regressions were used once  
(about 8% for each technique).

Research questions three and four
What are the shortcomings with the estimation techniques  
for AADT on low-volume roads?
What are the advantages and disadvantages of the estimation 
methods used on low-volume roads?
Table 3 is a brief review of the selected articles and illustrates  
some of the authors’ conclusions. Table 3 also has some factors  
that influence the AADT estimation accuracy. 

This section outlines the advantages and disadvantages for 
the methods used to estimate AADT on low-volume roads.  
Analyzing these advantages and disadvantages (examples in  
Table 4) helps to explain and to comprehend the reasons why 
researchers have utilized these regression techniques. The  
easy-to-use and apply regression techniques allow for quick  
AADT estimates.

PennDOT (2014) notes that, because most counts on low-volume 
roads are for short intervals, are short-duration counts, and have 
minimal data points, the regression technique becomes ideal for 
estimators. The regression technique is utilized most because 
the other techniques have some bottlenecks to overcome in  
order to make exploration possible. Therefore, most of the 
techniques have not been explored much. However, the  

Figure 5. Percentages for the most-used regression techniques.

Table 3. Observations from published papers utilized for qualitative and quantitative analysis, highlighting the 
importance, shortfalls, and applicability on the various road segments.

Author(s) Comments

Wang & Kockelman (2009) AADT values for low-volume roads tend to be skewed due to high-count outliers that result from 
inadequate data collection in the process.

Apronti et al. (2016) Linear-regression methods are prone to errors compared to logistic regression, especially “when 
there is a need to identify roads impacted by industrial activities for road maintenance scheduling.”

Raja et al. (2018)
The linear-regression technique used for AADT determination is subjectively completed for low-
volume or off-system roads when there is a need to compare and rely on similar roads. Thus, the 
estimates are probably characterized with errors.

Wang et al. (2013)
The authors compared the travel-demand modeling method and the regression-based method for 
AADT estimation and found that the travel-demand method had expressively lower mean absolute 
percentage errors.

Khan et al. (2018)

Support-vector regression (SVR), an artificial neural network (ANN), a regression-based model, 
and a factor-based model were compared to predict AADT by using short-term counts. Support-
vector regression (SVR) provided superior and accurate results over all the methods to estimate 
AADT for the different functional classes of roadways. The errors for estimating AADT were minimal 
compared to the ANN, regression, and factor-based models.

Zhao & Chung (2001) Geographic information system technology and multiple linear regression models were used for 
low-volume road AADT estimation. The models may not be applicable to other urban areas.
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geostatistics (Kriging) method has proven (in other disciplines) 
to be accurate with minimal errors compared to the associ-
ated errors with the regression methods. The regression methods 
require significantly more computational resources, which, in 
turn, is more complicated. The Kriging method requires minimal  
interactive modeling; standard errors of prediction are more  
accurate; the random variables’ spatial and nonspatial variabil-
ity can be studied; the weights are based on the unbiased and  
optimality conditions, and the terrain has no influence on the  
output. The techniques can reproduce the trend and provide  
continuity, allowing for precise interpretation.

Meta-analysis
Table 5, Table 6, and Table 7, together with Figure 6, Figure 7, 
and Figure 8, characterize the output from these meta-analyses.  

The tables depict the resulting analysis while the figures present 
the pictorial forest plots representing the outcomes. Table 5  
shows a summary output for the meta-analysis of AADT estima-
tion methods with R2 as a measure of model performance. Table 5  
provides the authors/publication years, methods, sample sizes, 
model performance measures, standard errors, and confidence  
intervals (lower and upper). The table also lists the study’s  
hypothesis and other essential model parameters for the  
meta-analysis. These parameters explain the value of the  
heterogeneity test (Q) for the variables and the results’ statistical 
significance.

Ten studies were evaluated (Table 5). The resulting heteroge-
neity test for both the fixed-effect and random-effects models  
suggested a random-effect model for model validation. We failed 

Table 5. Summary of the meta-analysis generated by using the AADT estimation methods with R2 as a measure of 
performance.

Authors Methods Events R2 (SE) CI 
Lower

CI 
Upper CD R2(%) CI 

Lower
CI 

Upper

Zhao & Chung (2001) Regression Models 49 0.74 0.12 0.50 0.98 11 74.00 24.09 172.09

Yang et al. (2011) SCAD 200 0.65 0.06 0.54 0.76 10 65.00 11.17 141.17

Khan et al. (2018) Support-Vector 
Regression 7 0.92 0.36 0.21 1.64 9 92.40 71.21 256.01

Apronti et al. (2016) Linear-Regression 
Model 13 0.64 0.22 0.21 1.08 8 64.00 43.49 171.49

Xia et al. (1999) Multiple Regression, 
GIS 450 0.63 0.04 0.56 0.70 7 63.00 7.33 133.33

Raja et al. (2018) Linear Regression 205 0.84 0.06 0.72 0.97 6 84.00 12.55 180.55

Raja et al. (2018) Quadratic 205 0.82 0.06 0.70 0.94 5 82.00 12.40 176.40

Raja et al. (2018) Logarithmic 205 0.53 0.05 0.43 0.63 4 53.00 9.97 115.97

Zhong & Hanson (2009) GIS-Based Travel 
Demand 55 0.54 0.10 0.35 0.74 3 54.14 19.45 127.73

Yang et al. (2014) SCAD with Satellite 
Image 200 0.66 0.06 0.55 0.77 2 65.94 11.25 143.13

Effect Summary 0.67 0.04 0.60 0.75 1 67.50 7.42 142.41
SE= Standard Error, CI = 95% Confidence Interval, CD = Countdown, SCAD = Smoothly Clipped Absolute Deviation Penalty, and GIS = Geographic 
Information Systems.

Ho: All studies are equal.
H1: All studies are not equal.
K (Number of studies) 10 Scaling Factor (c) 611.56
df (Degrees of freedom) 9 Q 8.27 < Critical value 16.919, fail to reject Ho

I2 -8.90 Low

Q (Test of heterogeneity) 23.90 > Critical value 
16.919 T2 -0.001

I2 (Quantify heterogeneity) 62.34 High es (Random effect) 0.68
SEes (Random) 0.04

es (Effect summary: fixed effect) 0.66 CI (Random) 95% 0.60 0.75 Random has a broader CI 
than fixed.

SEes (Fixed) 0.02 Z-Value 17.84
CI (Fixed) 95% 0.62 0.70 P-Value 0.00
Z-value 32.42
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Table 6. Summary of the meta-analyses generated from the AADT estimation methods with MAPE as a measure of 
performance.

Authors Methods Sample 
Size MAPE % SE CI 

Lower
CI 

Upper CD MAPE CI 
Lower CI Upper

Sfyridis & Agnolucci (2020) SMLR 19,000 15.69 0.03 15.63 15.75 10 1,569 5.63 3,143.63 

Sfyridis & Agnolucci (2020) Random 
Forests (RF) 19,000 14.48 0.03 14.43 14.53 9 1,448 5.41 2,901.41 

Sfyridis & Agnolucci (2020) SVR 19,000 14.47 0.03 14.42 14.52 8 1,447 5.41 2,899.41 

Pan (2008) Linear 
Regression 2 46.79 4.84 37.31 56.27 7 4,679 948.02 10,306.02 

Khan et al. (2018) SVR 7 12.00 1.31 9.43 14.57 6 1,200 256.62 2,656.62 

Khan et al. (2018) ANN 7 23.50 1.83 19.91 27.09 5 2,350 359.12 5,059.12 

Khan et al. (2018) Factor-based 
model 7 16.40 1.53 13.40 19.40 4 1,640 300.01 3,580.01 

Wang et al. (2013) TDM (78 
counting) 10 52.00 2.28 47.53 56.47 3 5,200 446.95 10,846.95 

Wang et al. (2013) Regression 
models 10 211.00 4.59 201.99 220.00 2 21,100 900.32 43,100.32 

Effect Summary 20.00 0.55 18.93 21.08 1 2,000 107.46 4,107.94
SMLR= Standard Multivariate Linear Regression, SVR = Support Vector Regression, ANN= Artificial Neural Network, and TDM = Travel Demand 
Modeling.

Ho: All studies are equal.

H1: All studies are not equal.

K (Number of studies) 9 Scaling Factor 
(c) 2.73

df (Degrees of freedom) 8 Q 1900.84 > 15.507 @ 95 CI, reject Ho, studies 
are not equal 

I2 99.58 high heterogeneity

Q (Test of heterogeneity) 3383.50 > 15.507 @ 95 CI T2 692.67

I2 (Quantify heterogeneity) 99.76 high heterogeneity Es (Random) 20.00

SEes (Random) 0.55

es (Effect summary: fixed effect) 14.86 CI (Random) 18.93 21.08

SEes (Fixed) 0.02 Z-Value 36.48

CI (Fixed) 95% 14.83 14.90 P-Value 0.00

Z-Value 920.79

to reject the studys’ null hypothesis with the random-effect 
model because the critical chi-square value for nine degrees of  
freedom was more significant than the Q value. The critical  
chi-square was at a Q value of 8.287 for the random-effects model  
compared to the 16.919 critical chi-square value. The Q value of 

23.90 for the fixed-effect model could not be used because it was 
more significant than the critical chi-square value. I2, quantifying 
the heterogeneity, had a value of -8.90 with the random-effects  
model, showing low heterogeneity variability between the  
studies. With the fixed-effect model, the value was 62.34,  
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Table 7. Summary of meta-analyses generated from the AADT estimation methods with RMSE as a measure of 
performance.

Authors Methods Events RMSE 
(%)

SE CI 
Lower

CI Upper CD RMSE CI 
Lower

CI Upper

Doustmohammadi & 
Anderson (2019)

Linear 
Regression 

205 32.81 0.40 32.03 33.59 5 3,281 78.41 6,640.41 

Doustmohammadi & 
Anderson (2019)

Bayesian 
Regression 

205 31.09 0.39 30.33 31.85 4 3,109 76.33 6,294.33 

Apronti et al. (2016) Linear 
Regression 

13 73.40 2.38 68.74 78.06 3 7,340 465.73 15,145.73 

Apronti et al. (2016) Logistic 
Regression 

13 83.50 2.53 78.53 88.47 2 8,350 496.74 17,196.74 

Effect Summary 54.54 5.13 44.48 64.61 1 5,454 1006.17 11,914.87

Ho: All studies are equal.

H1: All studies are not equal.

K (Number of studies) 4 Scaling Factor (c) 0.03  

df (Degrees of freedom) 3 Q 20.97 > 7.815 @ 95 CI, reject Ho, studies 
are not equal 

I2 85.69 high heterogeneity

Q (Test of 
heterogeneity)

710.28 > 7.815 @ 95 CI T2 631.42  

I2 (Quantify 
heterogeneity)

99.58 high heterogeneity Es (Random) 54.54  

SEes (Random) 5.13  

es (Effect summary: 
fixed effect)

33.09 CI (Random) 44.48 64.61

SEes (Fixed) 0.28 Z-Value 10.63  

CI (Fixed) 95% 32.55 33.63 P-Value 0.00  

Z-Value 120.12  

indicating a high variability among the studies. Therefore,  
confidence intervals (lower and upper) with a broader range for  
random effects were used.

This corresponds to the random-effect model with a CI between 
0.60 and 0.75 instead of the fixed effects of 0.6 to 0.70.  
The P-value at 0.00 was less the 0.05, making it statistically  
significant. Figure 6 is the forest plot for Table 4. The plot was  
generated using Microsoft Excel and followed what was  
described in Neyeloff et al. (2012). The graph has scatter markers  
of different colors and shapes, horizontal lines running through  
the markers, and a vertical line representing the central  
tendency. The large, black diamond marker corresponds with the 
studys’ effect summary.

In contrast, the length of each horizontal line corresponds with 
the spread of that studys’95% confidence intervals. The horizontal  

lines are, conceivably, the essential part of the graph. A line  
crossing the vertical line (line of null effect) indicates no  
difference in the studies.

In contrast, if the horizontal line does not cross the vertical  
line, then there is evidence of statistical differences between 
the evaluated studies. If all horizontal lines cross the vertical 
line, there is evidence that all of the studies are in agreement.  
However, the vertical line is the central tendency in the for-
est plot. Therefore, the proximity of each studys’ markers to the  
central tendency gives the agreement associated with the summary  
effect. Figure 6 illustrates that all evaluated studies agree, thus  
similar. All markers are also close to the vertical line despite  
the slight separation for some markers. Khan et al.’s (2018)  
AADT estimating method is a little widespread from all other  
studies.
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Figure 8. Forest plot for the RMSE measure of the AADT estimation’s performance.

Figure 6. Forest plot for the R2 measure of the AADT estimation’s performance.

Figure 7. Forest plot for the MAPE measure of the AADT estimation’s performance.
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Similarly, Table 6 and Table 7 display a summary of the  
meta-analysis for the measure of model performance when using 
the mean absolute percentage error (MAPE) and root means  
square error (RMSE). Nine and four AADT estimating  
methods, respectively, were meta-analyzed based on the MAPE 
and RMSE performance measures. In both cases, the evaluation 
utilized the random-effects model. The studies indicated high  
heterogeneity for each case when the Q values were compared 
to the critical chi-square value for the associated degrees of free-
dom. I2 values for the two studies were high, indicating high  
heterogeneity for the studies variability. However, P-values  
at 0.00 for both outputs indicated statistical significance at a 95% 
confidence level. Nonetheless, the null hypothesis was rejected 
in both cases, suggesting that the evaluated studies were not the 
same. Figure 7 displays the forest plot for the MAPE measure  
of the AADT estimation’s performance with heterogeneity. All 
the studies except one were similar to the summary effect. This  
exception corresponded with Wang et al.’s (2013) regression 
models. In Figure 8, the forest plot for the RMSE measure of the  
AADT estimation’s performance depicted high heterogeneity.  
The studies from the Wang et al. (2013) exhibited similar char-
acteristics. For example, the two studies of Doustmohammadi 
and Anderson (2019) had similar characteristics. Apronti  
et al.’s (2016) two studies were also the same. However, both 
of their studies were plotted on opposite sides of the central  
tendency.

Discussion
Several estimating techniques evolved after the literature 
search was conducted. Utilizing the authors’ knowledge in spe-
cialty areas, other methods were established. However, further  
studies are in progress to improve the output. These techniques 
are believed to bring about dynamics in the industry and help 
solve estimation precision. The annual average daily traffic 
(AADT) dataset is required for roadways throughout the United 
States. Thus, estimation is done at the federal, state, and local  
levels (Jessberger et al., 2016). Chen et al. (2019) acknowledge 
the importance of AADT data estimation for traffic engineer-
ing. Chen et al. (2019) suggest that AADT data are essential for 
transportation planning and traffic monitoring and guarantee  
cost savings to data collection.

Chen et al. (2019) stressed the limitation of allocating automatic 
traffic recorders (ATRs) to collect AADT data. The ATRs are  
mostly installed on arterial roads, not local streets or  
low-volume roads, because of the associated cost. Chen et al.  
(2019) noted that arterial road capacity is gradually becom-
ing inadequate for the growing traffic demand; thus, local street  
traffic continues to grow in terms of traffic volumes. As a result,  
there is a need to predict AADTs for the local streets to avoid 
skewed and under-representing the services that these road  
networks deliver. There is no specific convention adopted  
globally except to modify existing models. However, there is 
some guidance from the federal highway authority. Nonetheless,  
Jessberger et al. (2016) asserted the AASHTO’s AADT  
estimation formula as, typically, the most generally used method. 
The AASHTO estimation formula can be adopted and used  
in many circumstances, but not without issues. A characteristic 

example of a possible issue is the common measurement issue  
associated with permanent traffic-counting sites where 
there are missing observations for the hourly traffic volume.  
An additional limitation with the AASHTO’s AADT estimation 
formula is the inability to interpret disparities in the numbers of 
the day of the week in a month or discrepancies in the days of a 
month (Jessberger et al., 2016). The regression analysis, traditional  
factor approach/seasonal adjustment factors, travel-demand  
modeling method, artificial neural networks, cluster analysis,  
satellite-based imagery, and Kriging, to mention a few, are  
some models identified. These techniques may be utilized for 
AADT estimation on low-volume roads. However, there have also 
been counterarguments about the shortfalls, except under condi-
tions where the techniques are combined.

Consequently, additional validation may be needed to confirm  
the model’s appropriateness. Staats (2016) affirmed that, in 
a bid to adopt the ordinary linear regression model devel-
oped by Zhao and Chung (2001), which was based on Florida’s  
road-network conditions, it was only possible to use the 
model when modifications were made in order to suit the  
characteristics of Kentucky. The model that was suitable in  
Florida was not appropriate for direct use on Kentucky’s  
roads. Notwithstanding, Zhao and Chung’s’ (2001) models 
presented R-squared values that ranged from 0.66 to 0.82.  
Mohamad et al.’s (1998) ordinary linear regression model 
could only be applied to estimate AADT for areas with existing  
AADT data. Mohamad et al. (1998), when comparing their 
model to real, existing AADT data, estimated errors from  
approximately 1.6% to 34.2%. According to Raja et al. (2018),  
linear-regression techniques were subjective when employed  
to estimate AADT. Corresponding to Zhao and Park (2004), the 
geographically weighted regression models accounted for spatial  
variability in the transportation network. The model generated 
high R-squared values and minor estimation errors. Utilizing  
Zhao and Chung’s (2001) data showed that the model  
outperformed the ordinary linear regression models introduced 
by Zhao and Chung (2001). Thus, the geographically weighted  
regression model generally estimates AADT better than ordinary 
linear regression models.

Furthermore, Apronti et al. (2016) cautioned users about the  
errors associated with linear-regression methods. However, those 
authors developed two effectual, cost-effective, and easy-to-use 
models (linear and logistic regression) to predict traffic volumes 
for low-volume roads in Wyoming. The linear-regression model  
gave an R2 value of 0.64 and a root mean square error of  
72.34%. The logistic-regression model was completed by  
classifying the road percentages into five thresholds. These  
thresholds resulted in a correctly classified range from 79%  
to 88%. Doustmohammadi and Anderson (2019) utilized the  
Bayesian regression model to generate ADT estimates for  
low-volume rural and local roads in 12 of Alabama’s counties.  
Doustmohammadi and Anderson (2019) asserted that linear  
regression is not always optimal for developing prediction  
models. Although wildly understood, linear regression can-
not account for data distribution or the variability of point  
estimates. 
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Aside from regression models, artificial neural network  
(ANN) models, in multiple arrays, have also been explored  
extensively to estimate AADT (Khan et al., 2018; Sharma et al., 
2000; Sharma et al., 2001). The ANN advantage is the capability  
to model nonlinear correlations. Also, the ANN is not defined by 
any specific mathematical equation. The ANN’s strengths have  
been affirmed by Sharma et al. (2000); Sharma et al. (2001),  
yet Sharma et al. (2001) suggest a percentage error of 25 from 
the model at an even 95% confidence interval. The travel-demand 
model is an estimation technique that has been explored with  
several predictions of future traffic patterns and volumes.  
The travel-demand model is based on network modeling, trip  
generation, trip distribution, and trip assignment. Zhong and  
Hanson (2009) and Wang et al. (2013) explore the travel-demand 
model on low-volume and local roads. According to Zhong  
and Hanson (2009), the travel-demand model may be adopted 
to reduce the cost associated with traffic volume and parameter  
estimation. The travel-demand model may be used to identify  
high-volume road segments and funding prioritization. How-
ever, Wang et al.’s (2013) travel-demand model has a 52% mean  
absolute error. The percent mean absolute error from  
Wang et al.’s (2013) travel demand model seems high; their 
model performs better than Zhao and Chung’s (2001) ordinary 
linear regression model. The state of Florida’s turnpike models 
and the origin-destination centrality-based model are techniques  
that have been developed and used for AADT estimates. Flori-
da’s turnpike models and the origin-destination centrality-based  
models rely on several factors that affect AADT. These fac-
tors are used as the models’ input to estimate AADT. Florida’s  
turnpike models require a statewide shapefile, an existing  
AADT shapefile, employment data, appropriate traffic analy-
sis for the selected zones, and the HERE street network (HERE  
traffic analytics from HERE technologies use historical  
road-traffic data). Despite the high R-squared values and the 
low percent mean absolute error from the origin-destination  
centrality-based model, the model requires the availability  
of known AADT data as well as information about the use of 
the land parcels, the street networks, and the associated bounda-
ries in order to articulate the required prediction. Jessberger et al.  
(2016) evaluated four estimation methods (simple average; 
AASHTO; AASHTO with a day of the week or the month-of-
year adjustment factors; and Highway Policy Steven Jessberger  
Battelle- HPSJB) for AADT. In the evaluation, some days did 
not have all of the hourly observations available. Therefore, the  
authors had to adjust the weeks’ traffic volume per day and the 
days per month. However, the authors asserted that there was a  
remarkable improvement with the accuracy and preci-
sion. The comparison was based on the estimations’ bias and  
precision. Accordingly, Jessberger et al. (2016) successfully  
evaluated their estimating techniques.

Estimates with geostatistics present the least errors when  
compared to known, conventional estimating methods (Staats, 
2016). The spatial interpolation approach allows for AADT  
estimates of values for sampled and unsampled locations (Eom  
et al., 2006; Wang & Kockelman, 2009). Toblers’ first law of 
geography is the basis for the spatial interpolation (Geostatistics-  
Kriging) estimation approach.

Although extensively explored and successfully used for pre-
diction in other scientific disciplines, geostatistical methods  
have barely been used in the transportation industry.  
Eom et al. (2006) explored spatial statistics to estimate  
AADT on non-freeway facilities. Wang and Kockelman (2009) 
and Selby and Kockelman (2011) studied spatial interpolation  
and the universal Kriging model when estimating AADT for  
Texas roads. Shamo et al. (2015) investigated AADT  
estimation using linear spatial interpolation. Klatko et al. (2017) 
utilized Kriging, inverse distance weighting (IDW), natural neigh-
bor (NN), and trending techniques to address the estimation  
of vehicle miles traveled on local roads. Apronti et al. (2016)  
suggested using the travel-demand modeling and spatial  
interpolation methods more accurately when estimating AADT 
results. The outcome will help compare methods and, at the  
same time, select an easy-to-implement, cost-effective AADT  
prediction technique which is best for low-volume roads (Apronti 
et al., 2016).

Eom et al. (2006) suggested using a geostatistical (Kriging) 
approach when estimating AADT. Geostatistical models incor-
porate the spatial dependency of the traffic volume monitored 
at one station and are correlated with the volumes at neighbor-
ing stations. The process allows for the accurate prediction of  
unknown or unsampled locations. In addition, the process 
accounts for the spatial trend (mean) and spatial correlation. Eom  
et al. (2006) proposed that, even with budgetary constraints at 
all levels of the transportation department, the technique may 
help to estimate AADT accurately. Wang and Kockelman (2009)  
noted that pavement conditions, traffic speeds, population  
densities, land values, household incomes, and trip generation 
are areas that make up transportation evaluation. Therefore, the  
application of Kriging techniques may be applied to aid  
in better decision-making. Wang and Kockelman (2009) encour-
aged the exploration of Kriging as a better option than other 
techniques, based on the points closest to the sampling site, for 
accurate spatial extrapolation and prediction of AADT. Eom  
et al. (2006) noted that using the geostatistical approach in  
urban areas has a much better prediction than in rural areas. 
The assertion was based on data adequacy and availability.  
However, other literature sources suggested sophisticated geosta-
tistical techniques besides simple Kriging; therefore, data  
adequacy can be resolved. Thus, spatial interpolation techniques 
were seen as useful techniques for transportation research-
ers to obtain accurate estimates. A typical sophisticated geosta-
tistical technique is the empirical Bayesian Kriging (EBK), 
which can resolve the drawbacks and uncertainties with the 
datasets’ classical Kriging models. According to Gribov and  
Krivoruchko (2020), the EBK technique can efficiently interpo-
late small to large datasets up to a billion data points. Also, EBK 
can outperform all other predictors with even an ever-increasing  
complexity in dataset (Gribov & Krivoruchko, 2020).

Limitations and implications
The study is limited to systematically analyzing secondary  
data related to AADT estimation methods published between  
1999 and 2020.
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Departments of Transportation decision-makers can adopt 
the study’s findings to help in selecting appropriate methods  
for AADT data estimation. This presents an overview of exist-
ing research into AADT estimation methods collected from  
previously published documents. In addition, it provides a  
valuable suggestion that may be used to validate other methods not 
included in this document.

Conclusions
Researchers have proven that AADT estimation methods  
work for the tested locations. Scholars argue that some tech-
niques for AADT estimates have performed better than others. 
Various authors also claim that several assertions about the  
AADT data estimation methods could be validated, whereas oth-
ers cannot be confirmed. Some AADT estimation techniques are 
only applicable in specific locations. Others require significant  
data to provide accurate estimates. Several processes to adjust  
models for a location may be needed for other locations. Some 
authors discuss techniques that are not applicable at every  
location of interest. Nordback et al. (2019) caution that certain 
models serve the purpose of minimizing the errors when  
estimating AADT for nonmotorized or low-volume roads.  
Therefore, those models may serve as guides to better the esti-
mation and AADT monitoring programs. 30 AADT estimating  
methods were obtained by counting methods from each article 
with the systematic literature review; however, some appeared  
to have been repeated as some authors compared two or three 
methods in a single paper. The AADT estimating methods were  
meta-analyzed based on the measure of performance of the  
methods. The performance measures utilized were R squared 
(R2), root means square error (RMSE), and mean absolute  
percentage error (MAPE). Forest plots were generated with the 
results of the meta-analysis. Generally, the results were mixed, 
indicating a measure of similar effects but under different  
conditions. Challenges exist when estimating ADDT for  
planning and development, especially when data-collection 
methods and data acquired are inadequate or are considered 
rough estimates (Wang & Kockelman, 2009). For example, the  
reduction-effectiveness ratio method adopted by Wang and Tsai 
(2013) cannot generate the much-needed cost-effectiveness.  
The model was intended to reduce data collection, especially 
in rural areas, on low-volume roads, and in areas with high  
variability in the dataset. Generally, the authors of the various 
AADT data estimation techniques aim to generate an accurate  
and reliable method that all users may adopt for every location.  
The models were to possibly incorporate spatial and temporal  
variability and to generate data for unsampled locations.  
The qualitative evaluation of the advantages and disadvantages 

in Table 4 places Kriging methods (geostatistical approaches)  
above all other methods. The result for the Kriging techniques 
was consistent with generating accurate and precise AADT  
estimates with fewer errors. Besides, this method is a  
statistically significant technique. The Kriging methods (geosta-
tistical approach) incorporate both Spatio-temporal vari-
abilities and unsampled locations in the final outputs and are  
applied to every location. There are no boundaries and restric-
tions when using the geostatistical methods. The methods are  
significantly affected by terrain/ geographical locations, skew-
ness, randomness, and stationarity in the dataset. A stand-alone  
Kriging method may be preferred to complete the estimation  
using two or more methods. The normal score transforma-
tion to apply the simple Kriging method can approximate  
non-symmetric data to symmetrical. Recently, the geostatistical  
approach was proven to be a better option for estimates.  
The geostatistical approach outperformed many of the meth-
ods in use today. Wang and Kockelman (2009) suggested that  
“Kriging is a promising way to explore spatial relationships  
across a wide variety of dataset.”

Furthermore, there is an opportunity to produce a much-enhanced 
form of the Kriging technique. The enhanced geostatistical  
methods incorporate the ordinary Kriging capabilities while  
solving additional complexities in the dataset. None of the eval-
uated techniques were superior to the geostatistics Kriging  
method. Therefore, the Kriging method may be adapted  
to generate a universally accepted approach for estimating  
AADT data values. Other scientific fields, such as environ-
mental research, ore reserve estimation, groundwater quality,  
health surveys, etc., have successfully employed Kriging  
geostatistical Kriging methods, such as simple Kriging and other 
Kriging methods, empirical Bayesian Kriging, geostatistical  
simulations, and coKriging. These techniques have been con-
firmed as the potentially preferred methods. These approaches  
are robust, precise at predicting, and have improved other  
techniques’ predictive capabilities in practice and applicabil-
ity. Therefore, the scientific disciplines have confirmed the  
effectiveness of the geostatistical tools in many publications.  
To conclude, it is expected that this literature study will serve  
as a guide for all AADT-data users, especially for local,  
low-volume, and rural roads, to fill in the gaps and factors 
that affect AADT estimation when solving with inadequate  
data-collection and budget issues. 

Data availability statement
All data underlying the results are available as part of the  
article and no additional source data are required.

References

 Adebowale OJ, Agumba JN: A meta-analysis of factors affecting labour 
productivity of construction SMEs in developing countries. J Eng Des Technol. 
Vol. ahead-of-print No. ahead-of-print. 2021.  
Publisher Full Text 

 Albright D: History of Estimating and Evaluating Annual Traffic Volume 
Statistics. Transp Res Rec. 1991; 1305: 103–107.  
Reference Source

 Apronti D, Ksaibati K, Gerow K, et al.: Estimating Traffic Volume on Wyoming 

Page 20 of 25

Emerald Open Research 2022, 4:13 Last updated: 27 JUL 2023

http://dx.doi.org/10.1108/JEDT-05-2021-0277
https://onlinepubs.trb.org/Onlinepubs/trr/1991/1305/1305-013.pdf


Low Volume Roads Using Linear and Logistic Regression Methods. J Traffic 
Transp Eng Engl. 2016; 3(6): 493–506.  
Publisher Full Text 

 Arfaoui M, Inoubli MH: Advantages of Using the Kriging Interpolator to 
Estimate the Gravity Surface, Comparison and Spatial Variability of Gravity 
Data in the El Kef-Ouargha Region (Northern Tunisia). Arab J Geosci. 2013; 6: 
3139–3147.  
Publisher Full Text 

 Bassolas A, Ramasco JJ, Herranz R, et al.: Mobile Phone Records to Feed 
Activity-Based Travel Demand Models: MatSim for Studying a Cordon Toll 
Policy in Barcelona. Transp Res Part A. 2019; 121: 56–74.  
Publisher Full Text 

 Castro-Neto M, Jeong Y, Jeong MK, et al.: AADT Prediction Using Support 
Vector Regression with Data-Dependent Parameters. Expert Syst Appl. 2009; 
36(2): 2979–2986.  
Publisher Full Text 

 Chan APC, Tetteh MO, Nani G: Drivers for International Construction Joint 
Ventures Adoption: A Systematic Literature Review. Int J Constr Manag. 2020.  
Publisher Full Text 

 Chellappa V, Srivastava V, Salve UR: A systematic review of construction 
workers’ health and safety research in India. J Eng Des Technol. 2021; 19(6): 
1488–1504.  
Publisher Full Text 

 Chen P, Hu S, Shen Q, et al.: Estimating Traffic Volume for Local Streets with 
Imbalanced Data. Transportation Research Record: Journal of the Transportation 
Research Board. 2019; 2673(3): 598–610.  
Publisher Full Text 

 Cheng C: Optimum Sampling for Traffic Volume Estimation. Ph.D. 
Dissertation. University of Minnesota, Minneapolis, 1992. 

 Deacon JA, Pigman JG, Mohenzadeh A: Traffic Volume Estimates and Growth 
Trends. Report UKTRP-8732. Kentucky Transportation Research Program, 
University of Kentucky, Lexington, 1987.  
Reference Source

 Doustmohammadi M, Anderson M: A Bayesian Regression Model for 
Estimating Average Daily Traffic Volumes for Low Volume Roadways. Int J 
Stat Probab. 2019; 8(1): 143.  
Publisher Full Text 

 Edwards DJ, Akhtar J, Rillie I, et al.: Systematic analysis of driverless 
technologies. J Eng Des Technol. Vol. ahead-of-print No. ahead-of-print. 2021. 
Publisher Full Text 

 Eom JK, Park MS, Heo TY, et al.: Improving the Prediction of Annual Average 
Daily Traffic for Nonfreeway Facilities by Applying a Spatial Statistical 
Method. Transportation Research Record: Journal of the Transportation Research 
Board. 2006; 1968(1): 20–29.  
Publisher Full Text 

 Federal Highway Administration (FHWA): The Fixing America’s Surface 
Transportation Act or “FAST Act”. (Pub. L. No. 114-94), 2015.  
Reference Source

 Fekpe E, Gopalakrishna D, Middleton D: Highway Performance Monitoring 
System Traffic Data for High-Volume Routes: Best Practices and Guidelines. 
Final Report Prepared for Office of Highway Policy Information Federal 
Highway Administration U.S. Department of Transportation Washington, D.C. 
2004.  
Reference Source

 Gavaghan DJ, Moore AR, McQay HJ: An evaluation of homogeneity tests in 
meta-analyses in pain using simulations of individual patient data. Pain. 
2000; 85(3): 415–424.  
PubMed Abstract | Publisher Full Text 

 Gribov A, Krivoruchko K: Empirical Bayesian Kriging Implementation and 
Usage. Sci Total Environ. 2020; 722: 137290.  
PubMed Abstract | Publisher Full Text 

 Higgins JPT, Thompson SG: Quantifying Heterogeneity in a Meta-Analysis. 
Stat Med. 2002; 21(11): 1539–1558.  
PubMed Abstract | Publisher Full Text 

 Higgins JPT, Thompson SG, Deeks JJ, et al.: Measuring Inconsistency in Meta-
Analyses. BMJ. 2003; 327(7414): 557–560.  
PubMed Abstract | Publisher Full Text | Free Full Text 

 Hong Y, Chan DWM, Chan APC, et al.: Critical Analysis of Partnering Research 
Trend in Construction Journals. Journal of Management in Engineering. 2012; 
28(2): 82–95.  
Publisher Full Text 

 Jessberger S, Krile R, Schroeder J, et al.: Improved Annual Average Daily 
Traffic Estimation Processes. Transportation Research Record: Journal of the 
Transportation Research Board. 2016; 2593(1): 103–109.  
Publisher Full Text 

 Kethireddy SR, Tchounwou PB, Ahmad HA, et al.: Geospatial Interpolation and 
Mapping of Tropospheric Ozone Pollution Using Geostatistics. Int J Environ 
Res Public Health. 2014; 11(1): 983–1000.  
PubMed Abstract | Publisher Full Text | Free Full Text 

 Khan SM, Islam S, Khan MDZ, et al.: Development of Statewide Annual 
Average Daily Traffic Estimation Model from Short-Term Counts: A 
Comparative Study for South Carolina. Transportation Research Record. 2018; 
2672(43): 55–64.  
Publisher Full Text 

 Kitchenham B, Brereton OP, Budgen D, et al.: Systematic Literature Reviews 
in Software Engineering – A Systematic Literature Review. Information and 
Software Technology. 2009; 51(1): 7–15.  
Publisher Full Text 

 Klatko TJ, Saeed TU, Volovski M, et al.: Addressing the Local-Road VMT 
Estimation Problem Using Spatial Interpolation Techniques. Journal of 
Transportation Engineering. Part A: Systems, ASCE, 2017; 143(8): 04017038-
1–04017038-13.  
Publisher Full Text 

 Kossmeier M, Tran US, Voracek M: Charting the Landscape of Graphical 
Displays for Meta-Analysis and Systematic Reviews: A Comprehensive 
Review, Taxonomy, and Feature Analysis. BMC Med Res Methodol. 2020;  
20(1): 26.  
PubMed Abstract | Publisher Full Text | Free Full Text 

 Li G, Zeng J, Tian J, et al.: Multiple Uses of Forest Plots in Presenting Analysis 
Results in Health Research: A Tutorial. J Clin Epidemiol. 2020; 117: 89–98.  
PubMed Abstract | Publisher Full Text 

 Liu F, Xie H, Liang W, et al.: A Meta-Analysis Comparing Lateral Decubitus 
with Supine Position for Surgery for Intertrochanteric Fractures. J Arthritis. 
2016; 5(4): 4.  
Publisher Full Text 

 Lu J, Pan T, Liu P: Assignment of Estimated Average Annual Daily Traffic 
Volumes on All Roads in Florida. Final Report. Florida Department of 
Transportation, Tallahassee, 2007. 

 Mahanta J: Introduction to Neural Networks, Advantages, and Applications. 
www.Deeplearningtrack.com (Online Data Science School). 2017.  
Reference Source

 Membah J, Asa E: Estimating Cost for Transportation Tunnel Projects: A 
Systematic Literature Review. Int J Constr Manag. 2015; 15(3): 196–218.  
Publisher Full Text 

 Mijwil MM: Artificial Neural Networks Advantages and Disadvantages. 
2018.  
Reference Source

 Mohamad D, Sinha KC, Kuczek T, et al.: Annual Average Daily Traffic 
Prediction Model for County Roads. Transportation Research Record: Journal of 
the Transportation Research Board. National Research Council, Washington, D.C, 
1998; 1617(1): 69–77.69–77.  
Publisher Full Text 

 Neale J, Gurmu A: Production pressures in the building sector of the 
construction industry: a systematic review of literature. J Eng Des Technol. 
Vol. ahead-of-print No. ahead-of-print. 2021.  
Publisher Full Text 

 Neyeloff JL, Fuchs SC, Moreira LB: Meta-Analyses and Forest Plots Using a 
Microsoft Excel Spreadsheet: Step-By-Step Guide Focusing on Descriptive 
Data Analysis. BMC Res Notes. 2012; 5: 52.  
PubMed Abstract | Publisher Full Text | Free Full Text 

 Nordback K, Kothuri S, Johnstone D, et al.: Minimizing Annual Average Daily 
Nonmotorized Traffic Estimation Errors: How Many Counters Are Needed 
per Factor Group? Transportation Research Record: Journal of the Transportation. 
Research Board. 2019; 2673(10): 295–310.  
Publisher Full Text 

 Pan T: Assignment of Estimated Average Annual Daily Traffic Volumes on 
All Roads in Florida. Graduate Theses and Dissertations, Civil Engineering, 
University of South Florida. 2008.  
Reference Source

 Pansare R, Yadav G, Nagare MR: Reconfigurable manufacturing system: a 
systematic review, meta-analysis, and future research directions. J Eng Des 
Technol. ahead-of-print No. ahead-of-print. 2021.  
Publisher Full Text 

 Paramasivam CR: Merits and Demerits of GIS and Geostatistical Techniques, 
GIS and Geostatistical Techniques for Groundwater Science. Introduction and 
History of GIS and Geostatistical Techniques in Groundwater Science, Chapter 
2, 2019; 17–21.  
Publisher Full Text 

 Park N: Estimation of Average Annual Daily Traffic (AADT) Using 
Geographically Weighted Regression (GWR) Method and Geographic 
Information System (GIS). Ph.D. Dissertation. Florida International University, 
Miami. UMI 3128612. 2004.  
Reference Source

 Pennsylvania Department of Transportation (PennDOT Traffic). Count Policy: 
Dirt, Gravel, and Low Volume Road Maintenance Program (DGLVRP) Traffic 
Count Policy SCC approved. 2014.  
Reference Source

 Radzi AR, Rahman RA, Doh SI: Decision making in highway construction: a 
systematic review and future directions. J Eng Des Technol. ahead-of-print No. 
ahead-of-print. 2021.  
Publisher Full Text 

 Raja P, Doustmohammadi M, Anderson MD: Estimation of Average Daily 
Traffic on Low-Volume Roads in Alabama. Transportation Research Board 
97th Annual Meeting, Washington DC. 2018.  
Reference Source

 Robichaud K, Gordon M: Assessment of Data-Collection Techniques for 
Highway Agencies, Transportation Research Record: Journal of the Transportation 
Research Board. 2003; 129–134.  
Publisher Full Text 

Page 21 of 25

Emerald Open Research 2022, 4:13 Last updated: 27 JUL 2023

http://dx.doi.org/10.1016/j.jtte.2016.02.004
http://dx.doi.org/10.1007/s12517-012-0549-y
http://dx.doi.org/10.1016/j.tra.2018.12.024
http://dx.doi.org/10.1016/j.eswa.2008.01.073
http://dx.doi.org/10.1080/15623599.2020.1734417
http://dx.doi.org/10.1108/JEDT-08-2020-0345
http://dx.doi.org/10.1177/0361198119833347
https://uknowledge.uky.edu/cgi/viewcontent.cgi?article=1758&context=ktc_researchreports
http://dx.doi.org/10.5539/ijsp.v8n1p143
http://dx.doi.org/10.1108/JEDT-02-2021-0101
http://dx.doi.org/10.1177/0361198106196800103
https://www.fhwa.dot.gov/fastact/
https://www.fhwa.dot.gov/policyinformation/hpms/volumeroutes/
http://www.ncbi.nlm.nih.gov/pubmed/10781914
http://dx.doi.org/10.1016/S0304-3959(99)00302-4
http://www.ncbi.nlm.nih.gov/pubmed/32208233
http://dx.doi.org/10.1016/j.scitotenv.2020.137290
http://www.ncbi.nlm.nih.gov/pubmed/12111919
http://dx.doi.org/10.1002/sim.1186
http://www.ncbi.nlm.nih.gov/pubmed/12958120
http://dx.doi.org/10.1136/bmj.327.7414.557
http://www.ncbi.nlm.nih.gov/pmc/articles/192859
http://dx.doi.org/10.1061/(ASCE)ME.1943-5479.0000084
http://dx.doi.org/10.3141/2593-13
http://www.ncbi.nlm.nih.gov/pubmed/24434594
http://dx.doi.org/10.3390/ijerph110100983
http://www.ncbi.nlm.nih.gov/pmc/articles/3924486
http://dx.doi.org/10.1177/0361198118798979
http://dx.doi.org/10.1016/j.infsof.2008.09.009
http://dx.doi.org/10.1061/JTEPBS.0000064
http://www.ncbi.nlm.nih.gov/pubmed/32028897
http://dx.doi.org/10.1186/s12874-020-0911-9
http://www.ncbi.nlm.nih.gov/pmc/articles/7006175
http://www.ncbi.nlm.nih.gov/pubmed/31589955
http://dx.doi.org/10.1016/j.jclinepi.2019.09.021
http://dx.doi.org/10.4172/2167-7921.1000211
https://towardsdatascience.com/introduction-to-neural-networks-advantages-and-applications-96851bd1a207
http://dx.doi.org/10.1080/15623599.2015.1067345
https://www.linkedin.com/pulse/artificial-neural-networks-advantages-disadvantages-maad-m-mijwel
http://dx.doi.org/10.3141/1617-10
http://dx.doi.org/10.1108/JEDT-12-2020-0529
http://www.ncbi.nlm.nih.gov/pubmed/22264277
http://dx.doi.org/10.1186/1756-0500-5-52
http://www.ncbi.nlm.nih.gov/pmc/articles/3296675
http://dx.doi.org/10.1177/0361198119848699
https://digitalcommons.usf.edu/etd/442/
http://dx.doi.org/10.1108/JEDT-05-2021-0231
http://dx.doi.org/10.1016/B978-0-12-815413-7.00002-X
https://digitalcommons.fiu.edu/dissertations/AAI3128612/
https://www.dirtandgravel.psu.edu/sites/default/files/PA Program Resources/Low Volume Roads/LVR_Traffic_Count_Policy.pdf
http://dx.doi.org/10.1108/JEDT-06-2021-0306
https://trid.trb.org/view/1495792
http://dx.doi.org/10.3141/1855-16


 Schriger DL, Altman DG, Vetter JA, et al.: Forest Plots in Reports of Systematic 
Reviews: A Cross-Sectional Study Reviewing Current Practice, Int J Epidemiol. 
2010; 39(2): 421–429.  
PubMed Abstract | Publisher Full Text 

 Selby B, Kockelman KM: Spatial Prediction of AADT In Unmeasured 
Locations By Universal Kriging, Presented at the 90th Annual Meeting of the 
Transportation Research Board in Washington DC. 2011.  
Reference Source 

 Sfyridis A, Agnolucci P: Annual Average Daily Traffic Estimation in England 
and Wales: An Application of Clustering and Regression Modeling, J Transp 
Geogr. 2020; 83: 102658.  
Publisher Full Text 

 Shamo B, Asa E, Membah J: Linear Spatial Interpolation and Analysis of 
Annual Average Daily Traffic Data, J Comput Civ Eng. 2015; 29(1): 04014022–8.  
Publisher Full Text 

 Sharma SC, Lingras P, Liu GX, et al.: Estimation of Annual Average Daily 
Traffic on Low-Volume Roads. Transportation Research Record: Journal of the 
Transportation Research Board. 2000; 103–111.  
Publisher Full Text 

 Sharma S, Lingras P, Xu F, et al.: Application of Neural Networks to Estimate 
AADT on Low-Volume Roads. J Transp Eng. 2001; 127(5): 426–432.  
Publisher Full Text 

 Shon D: Traffic Volume Forecasting for Rural Alabama State Highways. M.S. 
Thesis. Auburn University, Auburn, Alabama. 1989. 

 Staats WN: Estimation of Annual Average Daily Traffic on Local Roads in 
Kentucky, Theses and Dissertations--Civil Engineering, 2016; 36.  
Reference Source

 Sun X, Das S: Developing a Method for Estimating AADT on all Louisiana 
Roads. Final Report, LTRC Project Number: 14-3SA, SIO Number: 30001700. 
2015.  
Reference Source

 Sun X, Das S: Estimating Annual Average Daily Traffic for Low-Volume 
Roadways: A Case Study in Louisiana, Transportation Research Circular 
Number E-C248. 12th International Conference on Low-Volume Roads, Kalispell, 
Montana. 2019.  
Reference Source

 Tamilmanil K, Rana NP, Dwivedi YK: Consumer Acceptance and Use of 
Information Technology: A Meta-Analytic Evaluation of UTAUT2. Inf Syst 
Front. 2021; 23: 987–1005.  
Publisher Full Text 

 The American Association of State Highway and Transportation Officials 
(AASHTO): Guidelines for Geometric Design of Low-Volume Roads. 2019.  
Reference Source 

 The Cochrane Library. 2013.  
Reference Source 

 Tsai CC, Wen ML: Research and Trends in Science Education from 1998 to 
2002: A Content Analysis of Publication in Selected Journals. Int J Sci Educ. 
2005; 27(1): 3–14.  
Publisher Full Text 

 Tsapakis I, Das S, Holik W, et al.: Collection and Estimation of AADT on 
Lower-Volume Roads. Task 2 Research Final Technical Memorandum, 
Prepared for Federal Highway Administration Office of Safety Under Contract 
DFTH6116D00004 Task Order T0004. 2016; 63. 

 Tsapakis I, Schneider WH: Use of Support Vector Machines to Assign 
Short-Term Counts to Seasonal Adjustment Factor Groups. Journal of the 
Transportation Research Board, Transportation Research Board. Washington, D.C., 
2015; 2527(1): 8–17.  
Publisher Full Text 

 Wang T, Gan A, Alluri P: Estimating Annual Average Daily Traffic for Local 
Roads for Highway Safety Analysis. Transportation Research Record: Journal 
of the Transportation Research Board. Transportation Research Board of the 
National Academies. Washington D.C., 2013; 2398(1): 60–66.  
Publisher Full Text 

 Wang X, Kockelman KM: Forecasting Network Data: Spatial Interpolation of 
Traffic Counts from Texas Data. Journal of the Transportation Research Board, 
Transportation Research Record. 88th Annual Meeting of the Transportation 
Research Board, 2009; 2105(1): 100–108.  
Publisher Full Text 

 Wang CR, Tsai YJ: Use of Reduction-Effectiveness Ratios to Evaluate Reduced 
Traffic Data Collection Plans. Journal of the Transportation Research Board, 
Transportation Research Board of the National Academies. Washington, D C., 2013; 
2339(1): 13–18.  
Publisher Full Text 

 Xia Q, Zhao F, Shen LD, et al.: Estimation of Annual Average Daily Traffic for 
Nonstate Roads in a Florida County. Research Report, Florida Department of 
Transportation, Tallahassee. 1999; 1660(1): 32–40.  
Publisher Full Text 

 Yang B, Wang SG, Bao Y: Efficient Local AADT Estimation via SCAD Variable 
Selection Based on Regression Models. Chinese Control and Decision 
Conference, IEEE Transactions on Intelligent Transportation System. 2011;  
1898–1902.  
Publisher Full Text 

 Yang B, Wang SG, Bao Y: New Efficient Regression Method for Local AADT 
Estimation via SCAD Variable Selection. IEEE trans Intell Transp Syst. 2014; 
15(6): 2726–2731.  
Publisher Full Text 

 Yi W, Chan APC: Critical Review of Labor Productivity Research in 
Construction Journals. J Manage Eng. 2014; 30(2): 214–225.  
Reference Source

 Zegeer CV, Stewart R, Council F, et al.: Chapter 1: Introduction and Research 
Approach. Roadway Widths for Low Traffic-Vol, Roads: Rep. 362, National 
Cooperative Highway Research Program, Transportation Research Board, 
Washington, D.C. 1994.  
Reference Source

 Zhao F, Chung S: Contributing Factors of Annual Average Daily Traffic 
in a Florida County: Exploration with Geographic Information System 
and Regression Models. Transportation Research Record: Journal of the 
Transportation Research Board. Transportation Research Record 1769, Paper No. 
01-3440, 2001; 1769(1): 113–122.  
Publisher Full Text 

 Zhao F, Park N: Using Geographically Weighted Regression Models to 
Estimate Annual Average Daily Traffic. Transportation Research Record: Journal 
of the Transportation Research. Board, No. 1879, TRB National Research Council, 
Washington, D.C., 2004; 1879(1): 99–107.  
Publisher Full Text 

 Zhong M, Hanson BL: GIS-Based Travel Demand Modeling for Estimating 
Traffic on Low-Class Roads. Transp Plan Technol. 2009; 32(5): 423–439.  
Publisher Full Text 

Page 22 of 25

Emerald Open Research 2022, 4:13 Last updated: 27 JUL 2023

http://www.ncbi.nlm.nih.gov/pubmed/20093305
http://dx.doi.org/10.1093/ije/dyp370
https://www.caee.utexas.edu/prof/kockelman/public_html/TRB11AADTUnivKriging.pdf
http://dx.doi.org/10.1016/j.jtrangeo.2020.102658
http://dx.doi.org/10.1061/(ASCE)CP.1943-5487.0000281
http://dx.doi.org/10.3141/1719-13
http://dx.doi.org/10.1061/(ASCE)0733-947X(2001)127:5(426)
https://uknowledge.uky.edu/ce_etds/36/
https://www.ltrc.lsu.edu/pdf/2015/ts_548.pdf
https://www.researchgate.net/publication/335927224_Estimating_Annual_Average_Daily_Traffic_for_Low-Volume_Roadways_A_Case_Study_in_Louisiana
http://dx.doi.org/10.1007/s10796-020-10007-6
https://aashtojournal.org/2019/05/31/aashto-issues-second-edition-of-low-volume-roads-guidelines/
http://www.thecochranelibrary.com/view/0/index.html
http://dx.doi.org/10.1080/0950069042000243727
http://dx.doi.org/10.3141/2527-02
http://dx.doi.org/10.3141/2398-07
http://dx.doi.org/10.3141/2105-13
http://dx.doi.org/10.3141/2339-02
http://dx.doi.org/10.3141/1660-05
http://dx.doi.org/10.1109/CCDC.2011.5968510
http://dx.doi.org/10.1109/TITS.2014.2318039
https://ascelibrary.org/doi/10.1061/(ASCE)ME.1943-5479.0000194
https://www.nap.edu/read/22958/chapter/3
http://dx.doi.org/10.3141/1769-14
http://dx.doi.org/10.3141/1879-12
http://dx.doi.org/10.1080/03081060903257053


Open Peer Review
Current Peer Review Status:   

Version 1

Reviewer Report 27 July 2023

https://doi.org/10.21956/emeraldopenres.15612.r29126

© 2023 MANUEL M. This is an open access peer review report distributed under the terms of the Creative 
Commons Attribution License, which permits unrestricted use, distribution, and reproduction in any medium, 
provided the original work is properly cited.

MOYA IGNACIO MANUEL   
University of Extremadura, Madrid, Spain 

In my opinion, the paper is of great interest to determine the state of the art of the different 
techniques developed to estimate the AADT. The literature review is wide enough and fully 
updated. The objectives are clear, and the results and discussion section is well shown and 
explained as well. 
 
From my point of view, the conclusion section could be a little bit shorter. Some paragraphs in this 
section are of great extension and they could be better synthesized. In some cases, they seem 
more a dissertation than a conclusion properly providing information not too relevant that has 
been previously exposed at the discussion section. It could be enough citing the different 
techniques and to conclude their adequacy to the type of roads and/or circumstances, so that 
other researchers can consider their application or not in each case.
 
Is the work clearly and accurately presented and does it cite the current literature?
Yes

Is the study design appropriate and is the work technically sound?
Yes

Are sufficient details of methods and analysis provided to allow replication by others?
Yes

If applicable, is the statistical analysis and its interpretation appropriate?
Yes

Are all the source data underlying the results available to ensure full reproducibility?
Yes

Are the conclusions drawn adequately supported by the results?

Emerald Open Research

 
Page 23 of 25

Emerald Open Research 2022, 4:13 Last updated: 27 JUL 2023

https://doi.org/10.21956/emeraldopenres.15612.r29126
https://creativecommons.org/licenses/by/4.0/
https://creativecommons.org/licenses/by/4.0/
http://orcid.org/0000-0003-0477-1753


Yes

Is the argument information presented in such a way that it can be understood by a non-
academic audience?
Yes

Does the piece present solutions to actual real world challenges?
Yes

Is real-world evidence provided to support any conclusions made?
Yes

Could any solutions being offered be effectively implemented in practice?
Yes

Competing Interests: No competing interests were disclosed.

Reviewer Expertise: Low-volume roads.

I confirm that I have read this submission and believe that I have an appropriate level of 
expertise to confirm that it is of an acceptable scientific standard.

Reviewer Report 27 June 2023

https://doi.org/10.21956/emeraldopenres.15612.r28954

© 2023 Ricord S. This is an open access peer review report distributed under the terms of the Creative Commons 
Attribution License, which permits unrestricted use, distribution, and reproduction in any medium, provided the 
original work is properly cited.

Sam Ricord  
University of Washington, Washington, United States 

This paper conducts a systematic literature review on AADT estimation of rural roads. To do this a 
systematic literature review and meta-analysis using R-squared, RMSE, and MAPE were used. It 
was found that Kriging methods perform best for AADT estimation.  
 
I do have one comment for the authors to consider: At the beginning of the Discussion section, 
the authors mention "further studies are in progress to improve the output". Please elaborate on 
these studies further so the readers can understand what further work is being done in the field. 
Also, this idea can be discussed further in the limitations section to highlight what areas need 
further improvement.
 
Is the work clearly and accurately presented and does it cite the current literature?
Yes

Is the study design appropriate and is the work technically sound?

Emerald Open Research

 
Page 24 of 25

Emerald Open Research 2022, 4:13 Last updated: 27 JUL 2023

https://doi.org/10.21956/emeraldopenres.15612.r28954
https://creativecommons.org/licenses/by/4.0/
https://creativecommons.org/licenses/by/4.0/


Yes

Are sufficient details of methods and analysis provided to allow replication by others?
Yes

If applicable, is the statistical analysis and its interpretation appropriate?
Yes

Are all the source data underlying the results available to ensure full reproducibility?
Yes

Are the conclusions drawn adequately supported by the results?
Yes

Is the argument information presented in such a way that it can be understood by a non-
academic audience?
Yes

Does the piece present solutions to actual real world challenges?
Yes

Is real-world evidence provided to support any conclusions made?
Yes

Could any solutions being offered be effectively implemented in practice?
Yes

Competing Interests: No competing interests were disclosed.

Reviewer Expertise: Rural Road Transportation Safety and Equity, Data Equity

I confirm that I have read this submission and believe that I have an appropriate level of 
expertise to confirm that it is of an acceptable scientific standard.

Emerald Open Research

 
Page 25 of 25

Emerald Open Research 2022, 4:13 Last updated: 27 JUL 2023




